
LEAVE NO HEALTHCARE 
WORKER UNPROTECTED

NOT ALL N95 RESPIRATORS ARE CREATED EQUAL

HALYARD FLUIDSHIELD* Surgical N95 Respirators

C R O S S  S E C T I O N

The 5-layer construction in HALYARD FLUIDSHIELD* Surgical N95 Level 3 Respirators, 
provide N95 respirator performance and splash resistance up to 160mmHg.1

BONDED STRAPS
The two, over-the-head 
straps are bonded, not 
stapled, for optimal 
comfort.

SPLASH BARRIER
Provides the highest-recognized level 
of protection from splash.3

ELECTROSTATICALLY 
CHARGED FILTER MEDIA
The super-fine, electrostatically 
charged fibers in the filter media 
create a tortuous path which 
captures at least 95% of all 
particles, even the most difficult 
0.3 microns.2

SPUNBOND 
OUTER LAYER
Contributes to splash 
resistance, with the 
HALYARD FLUIDSHIELD 
distinctive orange 
color.

ADJUSTABLE 
ALUMINIUM 
NOSEWIRE

SO-SOFT* INNER LINING
Provides a soft, smooth layer for 
greater comfort.

Larger microorganisms, like 
bacteria and aerosolized 
droplets, are trapped 
between the fibers. 

Smaller viruses and particles 
(0.3 micron) stick to the 
fibers in the respirator. 

References
1 – 3. Data on file; 

Australia 
O&M Halyard Australia Pty Ltd
Suite 1, Level 1, Triniti 3
39 Delhi Road
North Ryde NSW 2113
Australia
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DONNING HALYARD FLUIDSHIELD* SURGICAL N95
LEVEL 3 RESPIRATOR
PARTICULATE FILTER RESPIRATOR AND SURGICAL MASK

Separate the edges of the
respirator to fully open it

Slightly bend the nose wire of
the orange side of the mask,
to form a gentle curve

Hold the respirator upside down
to expose the two headbands

Using your index fingers and
thumbs, separate the two
headbands

While holding the headbands
with your index fingers and
thumbs, cup the respirator
under your chin

Pull the headbands up over
your head and release the
lower headband from your
thumbs and position it at the
base of your neck

DIRECTIONS FOR “USER SEAL CHECKING”

Forcefully inhale and exhale several times. The
respirator should collapse slightly when you
inhale and expand when you exhale. You should
not feel any air leaking between your face and
the respirator. If the respirator does not collapse
OR if air is leaking out between your face and
respirator, then you have NOT achieved a good
facial fit. Adjust the respirator until the leakage is
corrected and you are able to successfully “user
seal check” your respirator.

Position the remaining
headband on the crown of your
head

Conform the nosepiece across
the bridge of your nose by firmly
pressing down with your fingers

Continue to adjust the respirator
and secure the edges until you
feel you have achieved a good
facial fit. Now, perform the “user
seal check”

DONT WEAR THE RISK . WEAR HALYARD

To ensure your HALYARD
FLUIDSHIELD* Surgical N95
Level 3 Respirator provides the
intended level of protection, it is
important that the respirator is
applied properly, and that a
“user seal check” is performed
EACHANDEVERY TIME you
wear it.

Note: When using a HALYARD
FLUIDSHIELD* Surgical N95 Level
3 Respirator, the orange side must
be worn facing outward and
upward in order to provide fluid
resistant protection.

DIRECTIONS FORPROPER
DONNING:
Properly donning your HALYARD
FLUIDSHIELD* Surgical N95 Level
3 Respirator may feel a little
awkward at first, but it will
become easier with repeated
applications. Please use the
instructions to the right when
applying this respirator.

TIPS FORACHIEVING
AGOOD FIT:
If you have a problem successfully
“user seal checking” your
respirator, try the following tips:

1. Use a mirror while adjusting
the respirator.

2. Ask someone to look for hair
or earrings that might be
caught in the seal.

3. Make sure the headbands are
positioned properly. It is
especially important that the
top headband is on the crown
of your head, as it is designed
to hold the bottom of the
respirator snug against your
chin.

NOTE: If after trying these tips
you are still unable to successfully
“user seal check” your respirator,
see your supervisor or respiratory
protection coodinator.

Meets the Standards for single use facemasksAS4381, ASTMF2100-11 andEN14683

Provides thehighest recognised level of protection fromsplash, offeringASTMLevel 3
(160mmHg) protection

NIOSHapproved andmeets or exceedsNIOSHstandards for filtration andbreathability

Entered inARTG351812asbothMedical Respirator andSurgicalMask

FDAclearedClass 2medical device

ProvidesChemotherapyprotection and is tested against cytotoxic drugs
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HOW TO IDENTIFY A HIGHQUALITY RESPIRATOR?
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FLUIDSHIELD* LEVEL 3 N95 
Particulate Filter Respirator 
and Surgical Masks 

TECHNICAL 
DATA SHEET  
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The dimensions and properties listed above can vary within pre-established 
specifications. This document was created using the most recent information. In 
the interest of continuous improvement, the characteristics of the product may 
change without prior notice.  

 

 
Description 
46727 Regular Size FLUIDSHIELD* Level 3 N95 Particulate Filter 
Respirator and Surgical Mask, Orange. 
46827 Small Size FLUIDSHIELD* Level 3 N95 Particulate Filter 
Respirator and Surgical Mask, Orange. 
 

Designed for all aerosol generating procedures and when 
treating patients with airborne disease such as tuberculosis, 
severe acute respiratory syndrome or influenza. 
 

 

Dimensions 
Width:  26 cm 
Depth:  9 cm 
Nose Piece: 14 cm 
Elastic band: 23.5 cm 

 
 

Main materials 
 Outside Layer: Spunbond (Polypropylene) 

 Middle Layer:  Spunbond (Polypropylene) 

 Third Layer: Respirator Filter Media (Polypropylene) 

 Inner Layer: PET/Polyester Bicomponent, White 

 Elastic bands: Polyurethane 

 Nose piece: Aluminum 

 Does not contain natural rubber latex 

 Does not contain DEHP 
 
 

Packaging 
Shipping case of 210 units:  
6 dispenser boxes containing 35 units each in one shipping case. 
Bar coding: GS1 on shipping case and dispenser boxes. 

 
 

Sterilization 
These products are non-sterile. 
These products cannot be sterilised. 
 
 
 

Indication 
To minimise the direct transmission of infective agents between 
the healthcare staff and the patient.  Single use product. 

Contraindication 
None in particular. 

Properties 
 Bacterial Filtration Efficiency (BFE) : ≥99% 

 Sub-micron Particulate Filtration Efficiency (PFE): 
≥99% 

 Breathing Resistance (46727): <5.0 mm H2O/cm2  

 Breathing Resistance (46827): <5.5 mm H2O/cm2  

 Splash Resistance of 160 mmHg 

 EN 14683 classification: Type IIR face masks 

 ASTM F2100-11 classification: Level 3 face masks 
 
 

Manufacturing 
Materials manufactured in the USA, assembled in Mexico. 
The manufacturing site has ISO 13485 certified quality system. 
 
 

Regulatory information 
NIOSH approved as an N95 particulate filter respirator. 
Meets CDC guidelines for TB exposure control. 
Consult the Instructions for Use for cautions or restrictions. 

ARTG # 127052. WAND # 141031-WAND-61N0DG. 
 
 

Storage 
Store in a dry and cool place, away from intense sources of heat. 
Keep the masks as much as practicably possible in their 
dispenser box.  Keep dispenser bags as much as practicably 
possible in their shipper box. 

 
 

Shelf life 
Five (5) Years. 

 


